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v /\ SPECIFICATION
Current Rating:3 Amp/Contact Max.
] Contact Resistance:4 Milliohms Max./Contact
‘y_go %__.‘ Insulation Resistance:1000 Megaohms Min. At 100V
Operation Voltage:60V AC/DC
o O O O Q} O O O O O O O {%} Q}i Average Insertion Force With Steel Pin Of
O 90.43mm:<250g
; Average Withdrawal Force With Steel Pin Of
— + 20.43mm:>50g Min.
< Operation Temperatures:Cold Plated:=55°C~+105°C
~ Tin Plated:—=40°C~+105°C
H O O O O O O O O O O O O O {%}7 Pin(Outer Sleeve):Brass,Tin Plated Over Nickel
Clip(Contact 4 Finger):Beryllium Copper,Gold Flash
| Recommended P.C.B. Layout Over Nickel
Insulator:PPS(UL94V—0),Black
RoHS Compliant
G
A=2.54XNo. Of Contacts/2+0.35
— B=2.564X(No. Of Contacts/2—1)+0.20
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‘__,’3700 A Pin A B Type
D _ _ 6 7.62 | 5.08
8 10.16 | 7.62
o o )
— o [ o 10 | 12.70 [10.16 | "ithout
+H | 12 15.24 |12.70 | Bar
Sﬁ 14 17.78 | 10.24
C ™~ 16 20.32 | 17.78
0.50 E— 18 22.86 | 20.32
| 4‘<—>‘ @ 20 25.40 | 22.86
24 | 30.48 [27.94 | with Bar
23 35.56 | 33.02
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