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[File No.| 6970E23806 |SHEET  1/1
| 1.27XNo. Of Contacts/2—1.27 ‘ J
1.27 0.74 ‘ SPECIFICATION
L LI — U R _ Current Rating:TA L
Withstand Voltage:500V AC
Contact Resistance:20 Milliohms Max.
Insulation Resistance: 1000 Megaohms Min.
— — — —— Operating Temperature:=40°C~+105C
| A\ Insulator:PA9T(UL94V—0),Black
~l o Contact:Phosphor Bronze,Gold Flash Over Nickel
[ o . o RoHS Compliant ]
L Recommended P.C.B. Layout L
Tolerance:+£0.05(Top View)
G G
1.27XNo. Of Contacts/2+0.4+0.35
1.27XNo. Of Contacts/2—1.27+0.2 2
N 1.27%0.1 ‘ S| 5 B
(@)
R
AN nN I
F NI e e ma A AR F
| N—1 N—/] |
L) i) P o o o ) e ) e [
[T T 1]
3 JU DU uuul 3
L (] L
: —
D o T D
! o ?"g”g
2l 219 117
— -l LUy —
'k ?ﬂ?ﬂ?
Ml o 777
<~ ﬁ. g 1%? g
o | e c
= = = B R = = R == = — 4 @
|| | |._047x10.15 A ‘ 464095 ‘ ||
B B
DRAWING No. APPROVED BY UNLESS OTHERWISE
MEI |SPECIFIED
TOLERANCES ARE |
—— SME AN {22 = CHECKED BY X, +0.25 XS 90
4UCON i EHERGBIRZALD 22810 nze | % oz trs
n SN -
A 4UCON TECHNOLOGY |NC DRAWING BY P Xié ;811?) X§§° 58.50 A A1 |Modify Data HZF 05/23/2024 A
UNIT AO |NEW RELEASE HZF 11/20/2020
SCALE NONE REV. Al mm ‘ @—5 NO.REV. REVISIONS CHK DATE
1 \ 2 \ 3 \ 4 \ 5 \ 6 7 \ 8 \ 9 \ 0




