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[ File No.| 182FE23226 [SHEET  1/1
1.27X(No. Of Contacts/2—1)
J
1 27 ¢0.56 /A\SPECIFICATION
fl\ fl\ Current:1A -
T Dielectric Strength:1000V AC Minute
Contact Resistance:20 Milliohms Max.
Insulation Resistance:5000 Megaohms Min.
1 Operation Temperature:—55°C~+105°C
\lj \lj \lj Housing:PABT(UL94V—0),Black
AA Contact: :Brass,Gold Flash Over Nickel
Recommended P.C.B. Layout No. Of Contacts:04~100 Contacts B
RoHS Compliant
| A\1.27XNo. Of Contacts/2+0.35
| H
o ||
O = O = = =
_H
2 G
ElE|e|a|e|e]|s
1
A ||
1.27X(No. Of Contacts/2—1)+0.20 .
. 1.2740.10A ‘ 0.40 SQ 127
| — | |
i .
| | | o | | «
|l | s | T - -
3 S
0 - u
&
] o D
o +H
a3
ST -
~
° ] c
o o
H H
o o ||
0 @
- o~
AR B
DRAWING No. APPROVED BY gylfgﬁ_le[())THERWBE /A\| A4 Modify Spec. HZF [05/23/2015
EMILY
- CHECKED BY TOLERANCES ARE A\[A3 |Modify Data HZF |04/15/2013| |
iV EZER DI G] 13488 HZF X 4£0.38  |A[A2 Modify Data HZF  [11/28/2012
4UCON TECHNOLOGY INC PRANIG BY ANG. 25 |AMA pedly Dot har_Joe/02/2010]4
- HAO UNIT A|A0 [NEW RELEASE BECKY [08/08/2005
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