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SPECIFICATIONS:
] Insulator : Polycarbonate,UL 94V—-2
Contact: Copper Alloy,Gold Flash
] ~—5.8940.12—]
Max.2.34 -6.10+0.07
H 0 3.25+0.13
2 | 4+ i
| 5 : - | #1.0+0.05
' — 1 1 B wl VAR S
T  — L 7 - - I ' /’
G s | =4 e 4 q i’
\_| I I N
- il P =
J . o)
F -—0.56+0.05 fin. 11.20 % 5.1840.05
3 —9.65+0.10—~
- M
] | || Ve |
Ve || e || 0
7o) To) Q
D Q © 3 ]
e B o B +0
To)
H | H | 95-003 8 \z
] O o < [
N U 1N aé — 0.5020.03
C
- 2 Prongs For Stranded Wire 2 Prongs For Solid Wire 3 Prongs For Sclid Wire
B
APPROVED BY UNLESS OTHERWISE
n N wet SPECFIED. e
m — i A= CHECKED BY T0
4uc 0 ﬂ:ﬂ‘.‘@%ﬂimﬁ HE L a 04833 RAN | X £0.38
A 4UCON TECHNOLOGY INC. DRAWING BY | X %025
SCALE | NONE REV. A l::,':, | @‘E AREA REVISIONS CHK DATE
1 [ 2 [ K} [ [ D [ 7/ [ [ 0




